
 tel. +49 (0) 7972 9310-0 
hagstrasse 10.  D-74417 gschwend 

sales@eth-messtechnik.de 

 

 

Operator manual 

 

Reaction 

torque sensor 

DRT 

 
 

Optionally as passive or active sensor



 

 

 

  

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

© ETH messtechnik gmbh 

This operator manual is not a quality 

 agreement or durability guarantee  

as set out in Section 443 of the  

German Civil Code.  

Specification changes, typing and  

printing errors reserved.



 

3 

Inhaltsverzeichnis 
 
1. Safety instructions .................................................................................................................... 4 

1.1. Intended use..................................................................................................................... 4 
1.2. General dangers if the safety instructions are not followed ............................................. 4 
1.3. Residual risks .................................................................................................................... 4 
1.4. Reconstructions and changes ........................................................................................... 4 
1.5 Qualified staff .................................................................................................................... 5 
1.6. Accident prevention ......................................................................................................... 5 

2. Disposal .................................................................................................................................... 5 
3. Important instructions .............................................................................................................. 6 
4. Description ............................................................................................................................... 6 

4.1. Application areas .............................................................................................................. 6 
4.2. Application instructions .................................................................................................... 7 

5. Conditions at the site ............................................................................................................... 8 
5.1. Ambient temperature ....................................................................................................... 8 
5.2. Moisture and dust ............................................................................................................ 8 
5.3. Chemical influences .......................................................................................................... 8 

6. Structure of the measuring chain ............................................................................................. 8 
7. Electrical connection ................................................................................................................ 9 

7.1. Wiring instructions ........................................................................................................... 9 
7.2. Connectors ....................................................................................................................... 9 
7.3. Cable extension ................................................................................................................ 9 

8. Assignment ............................................................................................................................. 10 
8.1. DRT passive (e.g. DRT2p) ................................................................................................ 10 
8.2. DRT aktiv (e.g. DRT2a) .................................................................................................... 10 

8.2.1. Build in EMC circuit ................................................................................................ 10 
9. Measurement signals ............................................................................................................. 11 
10. Mounting instructions bracket / adapter ............................................................................. 11 

10.1. Dimension recommendations for self-made adapter DRT2 ......................................... 12 
 



 

4 

1. Safety instructions 

1.1. Intended use 

The Torque sensor is to be used exclusively for friction torque measurement tasks and directly 

related control tasks. Any use beyond this is considered improper. 

To ensure safe operation, the snesor may only be used in accordance with the information in 

the operating instructions. 

When using it, the legal and safety regulations required for the respective application must 

also be observed. This also applies to the use of accessories. 

The torque sensor is not a safety element in the sense of intended use. The flawless and safe 

operation of this sensor requires proper transport, professional storage and installation as well 

as careful operation. 

1.2. General dangers if the safety instructions are not followed 

The torque sensor corresponds to the state of the art and is safe to operate. 

The sensor may pose residual risks if it is used and operated improperly by untrained 

personnel. 

Every person who is responsible for setting up, commissioning, maintaining or repairing the 

torque sensor must have read and understood the operating instructions and in particular the 

safety instructions. 

1.3. Residual risks 

The scope of services and delivery of the torque sensor only covers a part of the torque 

measurement technology. 

The operator must also plan, implement and take responsibility for safety-related aspects of 

torque measurement technology in such a way that residual risks are minimized. 

The relevant existing regulations must be observed. 

Residual risks in connection with torque measurement technology must be pointed out. 

1.4. Reconstructions and changes 

The torque sensor may not be modified in terms of its design or safety without our express 

consent. Any modification will exclude any liability on our part for any resulting damage. 
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1.5 Qualified staff 

The torque sensor may only be used by qualified personnel in accordance with the technical 

data in conjunction with the safety regulations and provisions specified. 

When using the sensor, the legal and safety regulations required for the respective application 

must also be followes. This also applies when using accessories. 

Qualified personnel are people who are familiar with the installation, assembly, commissioning 

and operation of the torque sensor and who have the appropriate qualifications for their work. 

1.6. Accident prevention 

In accordance with the relevant accident prevention regulations of the professional 

associations, the operator must install a cover or casing as follows before putting the test 

equipment into operation: 

• The cover or casing must not rotate. 

• The cover or casing must prevent crushing and shearing points and protect against parts that 

may come loose. 

• The cover and casing must be far enough away from the moving parts or designed in such a 

way that it is not possible to reach through them. 

• The cover and casing must also be in place if the moving parts of the test device are installed 

outside the traffic and work area of people. 

Deviations from the above requirements are only permitted if the machine parts and locations 

are already adequately protected by the design of the machine or by existing protective 

measures. 

2. Disposal 

The torque sensor can be returned to us free of charge for disposal, complete with all cables. 

As soon as the sensor is packaged, send a message to sales@eth-messtechnik.de and we will 

then instruct our parcel service to collect it. 

Unfortunately, we cannot accept parcels sent to us without prior notice and carriage forward.. 
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3. Important instructions 

Wherever people and objects may be dameged in the event of breakage, the user must take 

appropriate safety measures (e.g. covers, overload protection). 

Observe relevant accident prevention regulations! 

Please note that the sensors are not designed with the safety factors (2...20) that are usual in 

machine designs in order to ensure high measurement sensitivity. 

Pay particular attention to the overload factors specified. 

The torque sensor is not approved for use in potentially explosive areas. 

Protect the sensor from moisture and dust deposits (protection class IP 40). 

The sensor may only be opened by qualified personnel. 

If the sensor is opened or dismantled within the warranty period, the warranty claim expires. 

Only the cables intended for this purpose may be connected to the sensor. Damage caused by 

incorrect connection cables is not covered by the warranty. 

4. Description 

The torque sensor with a fixed shaft is particularly suitable for the static testing of pulse tools, 

torque wrenches, electric screwdrivers, etc. of various types. Together with the 

ETH evaluation devices type GMV2, even torque wrenches can be measured without distorting 

the measurement result due to overtightening. 

The torque sensor can be attached in any position using the mounting flange depending on the 

tool to be tested. Various adapters are available for holding the tool so that the tool can be 

tested with and without a socket. 

The measuring shaft of the torque sensor is equipped with strain gauges.  

Thanks to a special arrangement and an additional support bearing, the sensor is insensitive to 

side loads. 

4.1. Application areas 

• Test equipment monitoring in accordance with DIN EN ISO 9000ff 

• Setting and checking tools before screwing 

• Creating torque tables 

• Portable test equipment  
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4.2. Application instructions 

The torque sensors measure both clockwise and counterclockwise loads. With clockwise loads, 

the output signal is positive, with counterclockwise loads, it is negative. The type plate 

provides information about the end value of the measuring range. 

The electrical measurement signals of the ETH reaction torque sensor in the active version can 

be transmitted to remote measuring stations and displayed, recorded and processed there. 

As a precision measuring device, the sensor requires careful handling during transport and 

use, as impacts or dropping, for example, can damage the sensor. Torque peaks that exceed 

the permissible overload can lead to the destruction of the torsion shaft. 

The limits for the permissible mechanical, thermal and electrical stresses are specified in the 

data sheet for the reaction torque sensor for static application, type DRT 1, DRT 2 and DRT 3. 

They must be strictly adhered to. Please take this into account when planning the measuring 

arrangement and ultimately during operation. 

Shielded cables must be used for the electrical connection. 

ETH torque sensors have been tested for their electromagnetic compatibility (EMC) according 

to EN 55011/03.91, (DIN VDE 0875-11/07.92) or prEN 50082-2/1993 (E DIN EN 50082-

2/03.94).  
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5. Conditions at the site 

5.1. Ambient temperature 

To achieve optimal results, the nominal temperature range must be adhered to. 

Constant temperatures, or at most slowly changing temperatures, are best. The specified 

temperature errors apply if the temperature does not change faster than 5K/h. One-sided 

radiant heat or cooling should be avoided and appropriate measures taken if necessary. 

5.2. Moisture and dust 

The sensors comply with protection class IP40 according to DIN 40050 

If the sensor is fogged up due to large temperature changes, it must not be put into operation, 

as the moisture is included in the measurement. 

In the active version, moisture during operation can even lead to the destruction of the 

measuring amplifier. 

Dust, dirt and other foreign bodies must not accumulate in such a way that they can penetrate 

the sensor or the connector. 

Dirt deposits in the connector lead to measurement errors 

Note: No moisture must penetrate into the sensor connector!  

5.3. Chemical influences 

The sensors are not protected against chemical influences. They cannot be used in aggressive 

environments. 

The torque sensor is not approved for use in Ex areas. 

6. Structure of the measuring chain 

In order to measure with the sensor, a complete measuring chain must be set up. 

This consists of: 

• Torque sensor 

• Connection cable 

• Supply and evaluation device 

• a recording device e.g. printer (if required) 
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7. Electrical connection 

7.1. Wiring instructions 

Electric and magnetic fields often cause interference voltages to be coupled into the 

measuring circuit. This interference is primarily caused by power lines running parallel to the 

measuring cables, but also by contactors or electric motors located nearby. 

Interference voltages can also be coupled in galvanically, particularly by grounding the 

measuring chain at several points, resulting in potential differences. 

Please note the following information 

• Use only shielded and low-capacitance measuring cables. 

• Connect the supply voltage correctly (not polarity reversal protected) 

• Do not lay the measuring cable parallel to power or control cables. 

• Avoid stray fields from transformers, motors and contactors. 

• Do not ground the sensor, evaluation and display device more than once.  

• Connect all devices in the measuring chain to the same protective conductor. 

7.2. Connectors 

The sensors are equipped with a 6-pin (passive version) or 12-pin (active version) built-in 

connector type Binder Series 680. 

7.3. Cable extension 

Extension cables must be shielded and have low capacitance. 

We recommend using the cables we offer that meet these requirements. 

When extending cables, ensure that the connection is flawless and the insulation is good. 

Make sure that the cable cross-section is large enough to ensure that the sensor receives 

sufficient supply voltage. 
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8. Assignment 

8.1. DRT passive (e.g. DRT2p) 

Pin Assignement 
1  GND (Versorgung)  
2  Supply 
3  NC 
4  + Voltage output 
5  - Voltage output 
6  Control 

 

A Cable extension influences the measurement because the internal resistance of the 

measuring cable and that of the sensor form a voltage divider. This can be avoided by using a 

supply and evaluation device with sensor cables. 

8.2. DRT aktiv (e.g. DRT2a) 

Pin Assignment 
A NC 
B NC 
C Voltage output 
D GND (Voltage output) 
E GND (Supply) 
F Supply +12V 
G NC 
H Memory chip 
J NC 
K Control input 
L NC 
M NC 

 
A cable extension influences the measurement if the supply and evaluation device does not 
have a galvanic separation between the supply voltage of the sensor and the measurement 
signal amplification. 

8.2.1. Build in EMC circuit 

Between Voltage output and GND (Voltage output), GND (Supply) and Supply, GND (Supply) 
and Calibration input is a ceramic capacitor with 100nF / 50V soldered in. 
We recommend that you also carry out these measures on the socket housing of the supply. 
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9. Measurement signals 

The sensor delivers a voltage signal proportional to the torque. The respective size of the 

measuring signal can be found on the type plate or data sheet. 

The output voltage is positive with a clockwise load and negative with a counterclockwise 

load. 

10. Mounting instructions bracket / adapter 

For safe operation and to comply with the values for non-linearity and zero point specified in 

the data sheet, we recommend, depending on the size, the use of screws of strength class 8.8 

or 12.9 between the DRT and the adapter and strength class 8.8 between the DRT and the 

mounting bracket. 

Attention! When installing the adapter, the tightening torque must not exceed the nominal 

torque of the sensor! Therefore, the tightening torques listed in the table below must be 

strictly observed 

 

Important! With the DRT2 adapter, the resulting transverse forces during measurement are 

absorbed by the 3 cylindrical pins, which must always be installed. 

If the customer manufactures an adapter themselves, we recommend a hardened adapter 

plate with a minimum height of 5mm to ensure that the load is transferred over the entire 

length of the cylindrical pins. For the mounting holes of the cylindrical pins, we recommend a 

diameter ≤ ø5.2H7 and for the through holes of the screws, a diameter of ø5.5H13. 

Screw connection of: DRT1 DRT2 DRT3 DRT4 Tolerance 

Bracket and DRT 5,5Nm (8.8) 23Nm (8.8) 23Nm (8.8) 150Nm (8.8) 
±3% 

DRT and adapters 2Nm (8.8) 10Nm (12.9) ----- ----- 
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10.1. Dimension recommendations for self-made adapter DRT2 
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